
COMPONENTS TO BE SHIPPED FOR FIELD INSTALLATION
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DESCRIPTION

GAUGE, PRESSURE, 0 THRU 25 BAR, 1/2 NPT
MALE, LOWER MOUNT, 100MM DIA FACE, ABS
PLASTIC CASE, BLACK

2      VALVE, TEE, 1/2 NPT FEMALE, 300 LBS MIN
WOG, BRASS BODY
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1

ELBOW, STRAIGHT, 90 DEG, 1/2 NPT FEMALE,
ASME B16.3 CLASS 150, ASTM A197
MALLEABLE IRON, ASTM A153 ZINC COATED

NIPPLE, 1/2 NPT X CLOSE, ASTM A733
SCHEDULE 40, ASTM A53 TYPE E GRADE B
CARBON STEEL, ASTM A153 ZINC COATED

NIPPLE, 1/2 NPT X 3, ASTM A733 SCHEDULE
40, ASTM A53 TYPE E GRADE A CARBON
STEEL, ASTM A153 ZINC COATED

NIPPLE, 1/2 NPT X 4, ASTM A733 SCHEDULE
40, ASTM A53 TPYE E GRADE B CARBON
STEEL, ASTM A153 ZINC COATED

PLUG, SQUARE HEAD, 1/2 NPT MALE, SAE
J531 SHORT CLASS 300, SAE J403 CARBON
STEEL 1010, ASTM B633 ZINC TYPE 1 SC 4
CLEAR ZINC PLATED WITH PREAPPLIED
LOCTITE 516 VIBRASEAL THREADSEALER 22 17
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INSTALLED DURING
BASE CONFIGURATION ASSEMBLY

SHEET 2
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BASE CONFIGURATION
SHEET 2
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DESCRIPTION

GAUGE, PRESSURE, 0 THRU 300 PSI, 1/4 NPT
MALE, LOWER MOUNT, 4.000 DIA FACE, ABS
PLASTIC CASE, BLACK

2      VALVE, TEE, 1/4 NPT FEMALE, 300 LBS MIN
WOG, BRASS BODY
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BUSHING, HEX HEAD, 1/2 NPT MALE X 1/4 NPT
FEMALE, ASME B16.14 CLASS 150, ASTM A197
MALLEABLE IRON, ASTM A153 ZINC COATED

ELBOW, STRAIGHT, 90 DEG, 1/4 NPT FEMALE,
ASME B16.3 CLASS 150, ASTM A197
MALLEABLE IRON, ASTM A153 ZINC COATED

NIPPLE, 1/4 NPT X CLOSE, ASTM A733
SCHEDULE 40, ASTM A53 TYPE E GRADE A
CARBON STEEL, ASTM A153 ZINC COATED

NIPPLE, 1/4 NPT X 3, ASTM A733 SCHEDULE
40, ASTM A53 TYPE E GRADE B CARBON
STEEL, ASTM A153 ZINC COATED

NIPPLE, 1/4 NPT X 4, ASTM A733 SCHEDULE
40, ASTM A53 TYPE E GRADE B CARBON
STEEL, ASTM A153 ZINC COATED

PLUG, SQUARE HEAD, 1/4 NPT MALE, SAE
J531 SHORT CLASS 300, SAE J403 CARBON
STEEL 1010, ASTM B633 ZINC TYPE 1 SC 4
CLEAR ZINC PLATED WITH PREAPPLIED
LOCTITE 516 VIBRASEAL THREADSEALER
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BASE CONFIGURATION ISOMETRIC VIEWS

BASE CONFIGURATION
SHEET 2

OPTIONAL ALARM PRESSURE SWITCH
STANDARD WITH VIC QUICK RISER
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DESCRIPTION

1      SWITCH, ALARM WATERFLOW PRESSURE,
DOUBLE SPDT, 4-20 PSI

SWITCH, HIGH/LOW PRESSURE
SUPERVISORY, PRE SET, DOUBLE SPDT, 10-
100 PSI

1      ELBOW, 90 DEG MALE, 1/2 NPT MALE X 3/8
COMPRESSION TUBE OD, BRASS, PLAIN

2      MALE CONNECTOR, 3/8 COMPRESSION TUBE
OD X 1/4 NPT MALE, BRASS, PLAIN

3     TUBE SUPPORT, 3/8 TUBE OD, BRASS PLAIN

3      TUBE, 3/8 OD X 5/16 ID X 20 MINIMUM LONG,
CLEAR PVC

1      MANUAL PULL STATION
22
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16 FIELD CONFIGURATION ISOMETRIC VIEWS

2 OPTIONAL AIR SUPERVISORY SWITCH
STANDARD WITH VIC QUICK RISER

NOTE: THIS IS A PICTORIAL REPRESENTATION OF
A GENERIC INSTALLATION OF A TYPICAL
COMPRESSION FITTING.

- NOT TO SCALE -

WHEN FIELD INSTALLING THE MANUAL PULL STATION
REMOVE THIS PLUG (REAR OF DIAPHRAGM COVER)
AND INSTALL TO THIS PORT
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