INLET NIPPLE (1" MPT)

NUT

ISOLATION RING

MIN. RADIUS PER FM=7"

COLLAR

s,

Tl

e
WW\W&*ZZL‘LL

/2
LRSS

VLSS
R R e

CENTER BRACKET ASSEMBLY SCREW

SHEET METAL SCREW
SQUARE
END BRACKET ASSEMBLY B - \Q;@
imd) Am () [l

S
IR
RS

KK

S

75
X
XS
oo
ool
ool
o0
%
o093

KRR ——]
DaSoteSesesoteses | mumm|
Sotosesesesesss
KRS <R
[osetatoresetete <R
KRN RS
e%esoteteseset <R
RSSIRREI RS
[SRK XXX
bedatetototoreses CRRRRLES
RN <05
osesateresetoss ORI
KRR RIS
RS SRR
KRR XK
esetatoresetet Sesasoreseteset
BeSesatosesetetes Sedssansetotese
esesateresetet Seassresetetel
RS R
k. N Sesosssesetoterel
%S QRIS
%S Sesstoteseseteset
XK XX
<03 Sesesasetatetole!
sl

fos2scs
e
KR35
S
S5e%0sote%e%es
Rotetntetete!
RRRRRKS

COVER PLATE

DROP CEILING TILE/
SPRINKLER HEAD

ELBOW REDUCING OUTLET
VICTAULIC MODEL
VERTICAL DRYWALL V27 OR V34

<>

BRAIDED VICFLEX FLEXIBLE
HOSE SPRINKLER ASSEMBLIES WITH ELBOW REDUCER
FOR STANDARD PENDENT SPRINKLERS
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CO NSTRU CTI ON All Victaulic drawings and piping engineering submittals willbe based on information

furnished to us and is provided solely as an aid to procurement and installation. The Victaulic

Company is not responsible for design by engineer of record, erection, or operation. Liability of

V I CTA U L | C Victaulic Company with reference to descriptions, lengths, locations, dimensions, or any other
data shown herein is limited to the amount charged by Victaulic Company for producing the

drawing in question. In the event of an order, Victaulic products must be used in accordance with
published specifications and Victaulic literature.
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