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DO NOT INSTALL 
FLEXIBLE 
COUPLINGS 
BETWEEN 
REDUCER AND 
ANCHOR. RIGID 
COUPLINGS 
ONLY. 

ANCHOR (TYP.)

VICTAULIC FLEXIBLE
COUPLING (TYP.)

RISER CLAMP 
+ PIPE GUIDE
(BY OTHERS)

RISER CLAMP + PIPE GUIDE
(BY OTHERS)

DO NOT INSTALL 
FLEXIBLE 
COUPLINGS 
BETWEEN 
REDUCER AND 
ANCHOR. RIGID 
COUPLINGS 
ONLY. 

DETAIL ER5

FLEXIBLE COUPLINGS IN SERIES
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GENERAL NOTES

1) ANY PIPE GUIDES SHOWN ARE GRAPHICAL 
REPRESENTATION ONLY. PIPING SYSTEM SHOULD BE 
GUIDED IN ACCORDANCE WITH VICTAULIC SUBMITTAL 
26.02, 09.06, AND STANDARD INDUSTRY PRACTICES.

2) CONSULT WITH THE STRUCTURAL ENGINEER TO 
ENSURE THE PIPE SUPPORT ATTACHMENT TO THE 
BUILDING STRUCTURE IS DESIGNED PROPERLY AND 
THAT THE STRUCTURE HAS THE CAPACITY TO HANDLE 
THE TOTAL LOAD. PIPE ANCHOR LOADS DO NOT 
INCLUDE INSULATION WEIGHT, FRICTION, AND/OR 
OCCASIONAL LOADS, SUCH AS HYDROSTATIC TEST, 
WIND, SEISMIC, ETC. 

3) HANGER SPACING SHALL BE IN ACCORDANCE WITH 
VICTAULIC SUBMITTAL 26.01 AND APPLICABLE CODES 
OR STANDARDS.

4) DO NOT ANCHOR OR GUIDE BETWEEN A PAIR OF 
FLEXIBLE COUPLINGS THAT ARE BEING USED TO 
ACCOMMODATE LATERAL DEFLECTION CAUSED BY 
THERMAL MOVEMENT OF THE PIPE.

5) LOADS ON PUMPS AND/OR OTHER EQUIPMENT 
NOZZLES NOT CONSIDERED. ASSUMED THERE IS 
ADEQUATE FLEXIBILITY BETWEEN PROPOSED ANCHOR 
POINTS AND EQUIPMENT LOCATIONS.

6) SEE VICTAULIC SUBMITTAL 07.70/17.70 FOR PROPER 
SUPPORTING REQUIREMENTS OF VICTAULIC STYLE 
A10/A10S FLOOR MOUNTED ANCHORS.

7) DO NOT PLACE FITTINGS OR CHANGE IN DIRECTION 
BETWEEN FLEX. COUPLINGS UNLESS INDICATED ON 
DETAIL.
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