
WING SCREW,RETAINER,
CUP POINT

BRACKET SUBASSEMBLY,END,VB2
CONCEALED PENDENT

BAR,59 SQUARE,055 WALL,
24" GRID SPACING

BRACKET ASSEMBLY,CENTER

WING SCREW,RETAINER,
CUP POINT

BRACKET SUBASSEMBLY,END,
VB3 CONCEALED PENDENT

SEE NOTE 2

SEE NOTE 2

SEE NOTE 3

SEE NOTE 1

NOTES-

1. ORIENT WITH ONE SET OF DETENT HOLES FACING FORWARD AND THE 
OTHER SET FACING DOWN AS SHOWN.

2. POSITION END BRACKET SUBASSEMBLIES (ITEM 3) AS SHOWN BETWEEN
DIMPLES A AND B AND DIMPLES I AND J OF SQUARE BAR (ITEM 1) AND
SECURE WITH WING NUT (ITEM 4) TO 25 IN-LBS OF TORQUE.

3. ORIENT LABEL (ITEM 5) TO BE READABLE TO AN INSTALLLER WORKING
FROM BELOW THE CEILING.

4. A # 2 SQUARE-RECESSED TOOL INSERT BIT (MCMASTER-CARR #7185A22)
IS TO BE PROVIDED IN EVERY BOX OF 5 VB2 BRACKET ASSEMBLIES.

5. PACKAGE PER VICTAULIC SPECIFICATION ES1163.
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