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BASE (COMMON) BILL OF MATERIAL

ALTERNATE VIC QUICK RISER (VQR)
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ALTERNATE DRAIN CONNECTION COMPONENTS
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FRONT VIEW

BILL OF MATERIAL BILL OF MATERIAL
ITEM | QTY DESCRIPTION ITEM | QTY DESCRIPTION
1 DRY VALVE ASSEMBLY 30 1 | COUPLING ASSEMBLY
2 ALARM MANIFOLD ASSEMBLY 31 1 | TRIM HOSE (OVERALL LENGTH 18")
VALVE AND ACTUATOR ASSEMBLY WITH
3 PRIMING MANIFOLD ASSEMBLY 3> | 1 | COMPOSITE BEARING, RIGHT HAND
UPSTREAM PRESSURE PORT, 8"/ 219,1mm
4 ACTUATOR ASSEMBLY, LOW PRESSURE SERIES 705
WITH 1/2 NPT FEMALE CONNECTION
c AIR CONNECTION MANIFOLD ASSEMBLY 33 1| FITTING JOINT ASSEMBLY, ELBOW, 90 DEG
6 AUTO DRAIN ASSEMBLY 34 1| NIPPLE
7 ELBOW, 90 DEG MALE, 1/2 NPT MALE X 3/8
COMPRESSION TUBE OD. BRASS. PLAIN 35 1 | FITTING JOINT ASSEMBLY, TEE
8 TUBE SUPPORT, 3/8 TUBE OD, BRASS PLAIN 36 1| NIPPLE, FIREPAC / DRAIN CONNECTION W/ 1-
3/16" OUTLET HOLE
9 DRAIN VALVE 37 | 1 | OUTLET - TEE ASSEMBLY, 2" X 3/4" NPT
STYLE 922, EPDM
10 DRAIN VALVE
y VALVE. SWING GHECK. 34 NPT FEMALE. 300 ALTERNATE EUROPEAN BUTTERFLY VALVE
LBS MIN WOG, BRASS WITH BRASS SEAT
12 DRIP CUP ASSEMBLY BILL OF MATERIAL
ITEM|QTY DESCRIPTION
13 LABEL, AIR PRESSURE VALVE AND ACTUATOR ASSEMBLY WITH
50 | 1 | METALLIC BEARING VdS APPROVED, RIGHT
14 QR READER LABEL gﬁ,ﬁ‘?m?npgggFéM?g?ESSURE PORT, 8"/
ELBOW, STRAIGHT, 90 DEG, 1/2 NPT FEMALE,
15 ASME B16.3 CLASS 150, ASTM A197
MALLEABLE IRON, ASTM A153 ZINC COATED
ELBOW, STRAIGHT, 90 DEG, 3/4 NPT FEMALE,
16 ASME B16.3 CLASS 150, ASTM A197
MALLEABLE IRON, ASTM A153 ZINC COATED
NIPPLE, 1/2 NPT X CLOSE, ASTM A733
17 SCHEDULE 40, ASTM A53 TYPE E GRADE B
CARBON STEEL, ASTM A153 ZINC COATED
NIPPLE, 1/2 NPT X 2-1/2, ASTM A733
18 SCHEDULE 40, ASTM A53 TYPE E GRADE B
CARBON STEEL, ASTM A153 ZINC COATED
NIPPLE, 1/2 NPT X 3-1/2, ASTM A733
19 SCHEDULE 40, ASTM A53 TYPE E GRADE B
CARBON STEEL, ASTM A153 ZINC COATED
NIPPLE, 1/2 NPT X 4, ASTM A733 SCHEDULE
20 40, ASTM A53 TPYE E GRADE B CARBON
STEEL, ASTM A153 ZINC COATED
NIPPLE, 1/2 NPT X 4, ASTM A733 SCHEDULE '
21 40, ASTM A312 TYPE E GRADE TP304H
STAINLESS STEEL, PLAIN
NIPPLE, 1/2 NPT X 6-1/2, ASTM A733
22 SCHEDULE 40, ASTM A53 TYPE E GRADE B
CARBON STEEL, ASTM A153 ZINC COATED :
NIPPLE, 1/2 NPT X 7, ASTM A733 SCHEDULE
23 40, ASTM A53 TYPE E GRADE B CARBON B
STEEL, ASTM A153 ZINC COATED N
NIPPLE, 3/4 NPT X CLOSE, ASTM A733
24 SCHEDULE 40, ASTM A53 TYPE E GRADE B
CARBON STEEL, ASTM A153 ZINC COATED
NIPPLE, 2 NPT X CLOSE, ASTM A733
25 SCHEDULE 40, ASTM A53 TYPE E GRADE B
CARBON STEEL, ASTM A153 ZINC COATED
NIPPLE, 2 NPT X 3, ASTM A733 SCHEDULE 40,
26 ASTM A53 TYPE E GRADE B CARBON STEEL,
ASTM A153 ZINC COATED
PLUG, SQUARE HEAD, 1/2 NPT MALE, SAE
J531 SHORT CLASS 300, SAE J403 CARBON
27 STEEL 1010, ASTM B633 ZINC TYPE 1 SC 4
CLEAR ZINC PLATED WITH PREAPPLIED
LOCTITE 516 VIBRASEAL THREADSEALER
TEE, STRAIGHT, 1/2 NPT FEMALE, ASME B16.3
28 CLASS 150, ASTM A197 MALLEABLE IRON,
ASTM A153 ZINC COATED
UNION, 1/2 NPT FEMALE, ASME B16.39 CLASS
29 150, ASTM A197 MALLEABLE IRON, ASTM
A153 ZINC COATED
Dimensions Weight Each
Nominal Without | With
Size A A1 B B1 B2 C D D1 E F F1 G H J K L Trim Trim
inches |inches|inches|inches|inches|inches|inches|inches|inches|inches|inches|inches|inches|inches|inches|inches|inches| Ibs Ibs
DN mm  mm | mm | mm | mm | mm /| mm | mm/ | mm/ | mm/ |  mm/ | mm/ |  mm/| mm | mm | mm kg kg
1 9.00 16.37 |27.75|132.25| 46.00|/10.25 |[13.00 | 16.25/9.00 [10.00 | 5.50 |27.25 | 3.25 |10.25 | 6.00 | 8.25 | 16.7 43.0
DN40 |228.60/415.80 705 819 | 1168 | 260 330 413 229 254 140 692 83 260 152 210 7.6 19.5
2 9.0013.83 | 27.75| 32.25| 46.00|10.00 |13.00 |16.50 |9.00 110.00 |6.75 |27.00 | 3.25 [10.25 |6.00 875 | 17.0 43.0
DN50 |228.60 351.28 705 819 | 1168 | 254 330 | 419 | 229 | 254 171 686 83 260 152 | 222 7.7 19.5
2 12.61/16.51 | 29.50| 34.25/47.75 | 12.50| 14.00|18.00 | 9.50 [ 10.00| 8.00 |2550 |1 4.00 | 9.75 | 650 | 6.75| 41.0 65.0
320.29419.35 749 870 1213 | 318 356 457 241 254 203 648 102 248 165 171 18.7 29.5
76.1 mm 12.61| 16.51| 29.50 34.25| 47.75(12.50 |[14.00 |18.00 |9.50 [10.00 | 8.00 |25.50 | 4.00 975 | 650 | 6.75| 41.0 65.0
) 320.29 419.35 749 870 | 1213| 318 | 356 457 241 254 203 648 102 248 165 171 18.7 29.5
3 12.61/16.51 | 29.50, 34.25 47.75(12.50 |14.00 n18.00 [9.50 [10.00 | 8.00 |25.50 | 4.00 975 650 | 6.75| 41.0 66.0
DN80 [320.29/419.35 749 870 | 1213 | 318 356 | 457 | 241 254 | 203 | 648 102 248 165 171 18.7 29.9
4 15.03119.85 | 30.25| 34.75| 48.25/15.00 | 16.00| 22.00| 11.00|11.25 | 9.25 25.25 | 4.75 850 | 800 | 7.00| 59.0 95.0
DN100 [381.76/504.19 768 883 | 1226 | 381 406 559 279 286 235 641 121 216 203 178 26.7 43.0
165.1 mn 16.00| 22.13|31.25 | 35.75 | 50.2515.25 |17.00 | 28.75| 11.00 | 11.75|11.75 125.50 | 4.50 825 | 825 | 7.25| 80.0 116.0
) 406.40/562.10| 794 908 | 1276 | 387 432 730 279 298 298 648 114 210 210 184 36.2 52.6
6 16.00| 22.13| 31.25| 35.75| 50.25(15.25 | 17.00(28.75 [ 11.00 | 11.75 | 11.75|25.50 | 4.50 825| 825 | 7.25| 80.0 116.0
DN150 1406.40|562.10, 794 908 | 1276 | 387 432 730 279 298 298 648 114 210 210 184 36.5 52.6
8 17.50 | 23.02| 33.00| 37.75 |151.25 | 16.25116.25 |25.25 |12.25 |10.00 |13.75 1 26.00 | 4.75 825 | 925 | 7.75 | 122.0 [158.0
DN200 (444.50 584.71 838 959 11302 | 413 413 641 311 254 349 660 121 210 235 197 55.3 71.6

PLAN VIEW

ITEM|QTY DESCRIPTION

PLUG, SQUARE HEAD, 1/2 NPT MALE, SAE
J531 SHORT CLASS 300, SAE J403 CARBON

1 4 | STEEL 1010, ASTM B633 ZINC TYPE 1 SC 4
CLEAR ZINC PLATED WITH PREAPPLIED
LOCTITE 516 VIBRASEAL THREADSEALER

2 2 |VALVE, DRAIN, FEMALE WITH THREE 1/2" NPT
OUTLETS 2 INCH

3 1 | ELBOW, ADAPTER, 90 DEGREE, THREADED X
GROOVED, 2"/60,3mm NO 18

4 1 | TEE, 2 GROOVE X GROOVE X 2 NPT MALE

5 2 | COUPLING ASSEMBLY

SEE SHEET 1

BOM OF COMPONENTS TO BE
SHIPPED FOR FIELD INSTALLATION

DRIP CUP COMPONENTS

AS INDICATED)
O BE ASSEMBLED AND
PACKAGED AS A UNIT

TO BE FIELD INSTALLED.

OPTIONAL COMPONENTS

STANDARD WITH VIC QUICK RISER (VQR)

ALTERNATE EUROPEAN
BUTTERFLY VALVE ITEM 50

| ——UNION END

®

OPTIONAL COMPONENTS
STANDARD WITH VIC QUICK RISER (VQR)

NOTE: Contractor to field verify all equipment configurations,
nozzle locating dimensions and elevations for conformance to Victaulic

layout drawing(s) PRIOR TO CUTTING PIPE. Please notify Victaulic
All Victaulic drawings and piping engineering submittals will be based

on information furnished to us and is provided solely as an aid to procurement

Virtual Design and Construction Division for recommendations regarding
and installation. The Victaulic Company is not responsible for design by

any deviations.
engineer of record, erection, or operation. Liability of Victaulic Company with

reference to descriptions, lengths, locations, dimensions, or any other data
shown herein is limited to the amount charged by Victaulic Company for
producing the drawing in question. In the event of an order, Victaulic products

must be used in accordance with published specifications and Victaulic

literature.

VIRTUAL DESIGN AND CONSTRUCTION
4901 KESSLERSVILLE ROAD
EASTON, PA 18044
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FIRELOCK NXT 768N

DRY VALVE
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